
• PHARMACEUTICAL FACTORY 

• COSMETICS FACTORY 

• FOOD FACTORY 

• ELECTRONICS SEMICONDUCTOR 

APPLICATION 

AIR SHOWER 

BUỒNG THỔI BỤI 
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• CLEANROOM EQUIPMENT : PASS BOX, AIR SHOWER, CLEAN BOOTH, CLEAN BENCH. 

• LABORATORY EQUIPMENT : LAMINAR AIR FLOW WORK STATIONS, FUME HOODS, 

BIOLOGICAL SAFTY CABINETS, PHARMA ISOLATOR. 

• CLEANROOM FURNITURE : STAFF LOCKER, SHOE RACK, GOWNING BENCHES, TABLE, 

TROLLEY, STEP STOOLS, DUST BIN, BUCKET, SCOOP, RACK, SINK, VESSEL STORAGE. 

OUR PRODUCTS 

• CLEANROOM SOLUTION : CONSULTANT, DESIGN 

• CLEANROOM CONSTRUCTION : CIVIL, MECHANICAL AND ELECTRICAL 

OUR SERVICES 

CUSTOMERS 
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WHAT IS THE AIR SHOWER? 

Air showers are enclosed chambers placed at the entry and exit points of a cleanroom or other controlled environment. Using high-

velocity jets of air and HEPA or ULPA air filter systems, cleanroom air showers remove loose contaminants from people and prod-

ucts before they enter the cleanroom, reducing or eliminating product defects for increased yields. 

  

Cleanrooms are required to adhere to strict regulatory guidelines to prevent contamination. Coveralls and other protective gear are 

used to prevent outside contaminants from entering a cleanroom, but that isn’t always enough. Contaminants are easily transported 

by people and objects and a simple spec of lint or debris could cause issues in some cleanroom environments. Therefore, clean-

room air showers have become a vital component in maintaining the cleanliness of cleanrooms and other clean-critical environ-

ments. 

 

HOW DO CLEAN ROOM AIR SHOWERS WORK? 

Our standard cleanroom air showers are self-contained air recirculation systems that are specially designed for installation at clean 

room entry points. These small booth-like cleanroom entry systems use high-velocity air to decontaminate personnel, equipment, 

and supplies as they make their way into the cleanroom. 

  

As workers enter the air shower, the entry door closes and powerful jets of HEPA-filtered air blow over the worker from a number of 

adjustable, precisely-placed nozzles. These high velocity air streams blast contaminants large and small from the worker’s clean-

room garments. Once the cycle is complete, the exit door of the self-cleaning air shower opens, and the worker moves on into the 

cleanroom itself. 

  

Typical cycle completion for our cleanroom air showers is just within 1-60 seconds. Microprocessor controls allow for fast and easy 

on-site adjustment of cycle times and other critical functions. 

 

CHOOSING THE RIGHT CLEAN ROOM AIR SHOWER 

Finding the right cleanroom entry systems for your facility is not always easy. To determine what cleanroom air shower you need, 

consider the following factors: 

 The air shower should be modular to allow for easy configuration/reconfiguration, shipment, and assembly 

 Outer shell of the air shower should be constructed of stainless or painted steel 

 The blower system must provide high volumes of air at high velocity to effectively decontaminate personnel, equipment, etc. 

 Cleanroom air showers should have a high number of air nozzles; nozzles should be adjustable 

 The unit should include a magnetic door interlock system, with appropriate controls 

 

BENEFITS OF AIR SHOWERS CONTACT US 

Air showers are only a small percentage of the cost for the entire cleanroom, but they can save you thousands by preventing con-

tamination that could affect the quality or usefulness of products and equipment. 

  

Additionally, Air showers reduce the need for cleanroom maintenance because the contamination load will be lower. Your clean-

room’s HEPA and ULPA filters will last longer, and overall energy costs will be reduced. Air showers for cleanrooms can also im-

prove efficiency by limiting particle buildup. This improves the efficiency of the HEPA filters. 

  

Air showers provide the cost-effective contamination control technology that your applications need to improve the quality of your 

products. 

 

 

CRV AIR SHOWER 
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MAIN FEATURE 

 Air Showers are self contained chambers installed at entrances to cleanrooms and other controlled environments. They minimize 

particulate matter entering or exiting the clean space. Personnel and materials entering or exiting the controlled environment are 

"scrubbed" by high velocity HEPA-filtered air jets with velocities of 20-22m/s . Contaminated air is then drawn through the base 

within the unit, filtered and recirculated.  

 High velocity shower jets in excess of 20 m/s ensure efficient scrubbing action to remove particulate matter. 

 Operating modes can be programmed in the field. 

 Microprocessor controller supervises all functions. 

 Communication by touch screen 7-10 inchs 

 Mini-pleated HEPA filtration achieves > 99.999% typical efficiency at 0.3 micron particles. 

 A disposable pre-filter with 85% arrestance extends the life of the main filter. 

 An emergency stop button is mounted on both sides of the shower. 

 Indicator lights mounted on both sides of the air shower exterior regulate traffic flow in and out of the cleanroom. 

 Permanently lubricated direct drive centrifugal blowers are used in conjunction with stainless steel air nozzles. 

 Electrical interlock is reliable, mainte-nance-free, safe and maintains clean-room integrity by preventing both doors from being 

opened at the same time. 

 

CRV AIR SHOWER 

 

TYPE IDENTIFICATION 

DOOR DIRECTION : A, B, C, D, E, F 

CRV AIR SHOWER 

MATERIAL  

    S : STAINLESS STEEL 304 

    C : CT3 PAINT POWDER-COATED 

    B : SS304 & CT3 

DIMENSION (CM) 

     XXX   : WIDTH     XXX: DEPTH 

AIR SHOWER KIND 

      SD:SWING DOOR 

      LD: SLIDE DOOR 

      SR: HIGH SPEED SCROLL DOOR 

CAS - SD XXX XXX - S A 
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CRV AIR SHOWER 

ACCESSORIES STANDARD 

DESCRIBE PICTURE DESCRIBE PICTURE  

Hinge    
LCD monitor 

Touch screen 
  

Blower connect   Blower   

Signal light   Flexible connect   

Door closer   Filter pat   

Emergency   Door knob   

Hepa filter   Nozzle   
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SWING DOOR AIR SHOWER  

DOOR DIRECTION 

Swing door Air shower is the most basic and common type used by cleanrooms due to its simple configuration, easy installa-

tion, low investment costs, and low maintenance costs. 

Because it is a standard type, it is designed and manufactured with many configurations for customers to choose from as fol-

lows: 

- The shell is made of stainless steel, powder coated steel 

- One module up to four modules 

- The Nozzle arrangement from one to three blowing directions. 

-- Doors in/out are also flexible from one direction to three directions 
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SWING DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-SD80100-SA CAS-SD80120-SA CAS-SD80200-SA CAS-SD80240-SA 

External Dimension (WxHxD) (mm) 1400x2200x1000 1400x2200x1200 1400x2200x2000 1400x2200x2400 

Internal Dimension (WxHxD) (mm) 800x2000x1000 800x2000x1200 800x2000x2000 800x2000x2400 

Persons Per Cycle 1 2 3 4 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
14  16  28 32  

Pre-filter (Efficiency 20%) (mm) 370x585x20, 2 Sets 370x585x20, 2 Sets 370x585x20, 4 Sets 370x585x20, 4 Sets 

Hepa filter (Efficiency 99.99%, 0.3um) 

(mm) 
610x610x69, 2 Sets 610x610x69, 2 Sets 610x610x69, 4 Sets 610x610x69, 4 Sets 

Blower 2 Sets 2 Sets 4 Sets 4 Sets 

Led Lighting (W) 1x12  1x12  2x12  2x12  

Interlock  Electric control, built-in type.  

Body Construction 1.2t powder painting steel or 1.2t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 1.25  1.25 2.5 2.5 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  

1. LIGHTING : LED 12W 

2. INDICATOR LIGHT  

3. EMERGENCY SWITCH 

4. HEPA FILTER  

5. NOZZLES   

6. BLOWER 
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DOUBLE SWING DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-S2D140200-SA CAS-S2D180200-SA CAS-S2D140300-SA CAS-S2D180300-SA 

External Dimension (WxHxD) (mm) 2000x2200x2000 2400x2200x2000 2000x2200x3000 2400x2200x3000 

Internal Dimension (WxHxD) (mm) 1400x2000x2000 1800x2000x2000 1400x2000x3000 1800x2000x3000 

Persons Per Cycle 6 8 9 12 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
32 32 48 48 

Pre-filter (Efficiency 20%) (mm) 370x585x20, 4 Sets 370x585x20, 4 Sets 370x585x20, 6 Sets 370x585x20, 6 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 
610x610x69, 4 Sets 610x610x69, 4 Sets 610x610x69, 6 Sets 610x610x69, 6 Sets 

Blower 4 Sets 4 Sets 6 Sets 6 Sets 

Led Lighting (W) 4x12  4x12  6x12  6x12  

Interlock  Electric control, built-in type.  

Body Construction 1.2t powder painting steel or 1.2t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 2.5 2.5 3.8 3.8 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  

1. LIGHTING : LED 12W 

2. INDICATOR LIGHT  

3. EMERGENCY SWITCH 

4. HEPA FILTER  

5. NOZZLES   

6. BLOWER 
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AUTO SLIDING DOOR AIR SHOW-

FEATURES 

Automatic opening function prevents the cross contamination and the dust on hand. It is with interlock system and infrared sen-

sor system. 

 

APPLICATION 

Electronics / Microelectronics / Precision Electronics / Biomaterials / Healthcare / Food Processing / ITO Mode / LCD and optoe-

lectronics industry/ PCB / SMT Manufacturing / Aerospace / Automotive / Dust-free coating industry and other industries. 

 

STEPS 

 Press the button at the entrance and the door will be automatically opened. (Infrared sensor switch is an available option.) 

 The door is fully opened. 

 The door is automatically closed when entered. 

 Automatic air showering with two doors interlocked. 

 The exit door is automatically opened once showering is done. 

 Upon personnel exits, the exit door will be automatically closed. 

 The automation mode and door type (single rail with both side open, double rail with single side open, double rail with double 

side open) can be customized. 
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AUTO SLIDING DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-L1D80100-SA CAS-L1D100100-SA CAS-L1D80200-SA CAS-L1D100200-SA 

External Dimension (WxHxD) (mm) 2000x2240x1300 2400x2240x1300 2000x2240x2300 2400x2240x2300 

Internal Dimension (WxHxD) (mm) 800x2000x1000 1000x2000x1000 800x2000x2000 1000x2000x2000 

Persons Per Cycle 1 2 3 4 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
14 14 28 28 

Pre-filter (Efficiency 20%) (mm) 370x585x20, 2 Sets 370x585x20, 2 Sets 370x585x20, 4 Sets 370x585x20, 4 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 
610x610x69, 2 Sets 610x610x69, 2 Sets 610x610x69, 4 Sets 610x610x69, 4 Sets 

Blower 2 Sets 2 Sets 4 Sets 4 Sets 

Led Lighting (W) 1x12  1x12  2x12  2x12  

Interlock  Electric control, built-in type.  

Body Construction 1.2t powder painting steel or 1.2t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 1.25 1.25 2.5 2.5 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  

1. EXTERNAL CASING 

2. INTERNAL CASING 

3. HEPA FILTER 

4. NOZZLES 

5. AUTO DOOR 

6. CONTROLLER  

7. BLOWER 

8. PRE FILTER  
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AUTO SLIDING DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-L2D140200-SA CAS-L2D180200-SA CAS-L2D140300-SA CAS-L2D180300-SA 

External Dimension (WxHxD) (mm) 2000x2240x2300 2400x2240x2300 2000x2240x3300 2400x2240x3300 

Internal Dimension (WxHxD) (mm) 1400x2000x2000 1800x2000x2000 1400x2000x3000 1800x2000x3000 

Persons Per Cycle 6 8 9 12 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
32 32 48 48 

Pre-filter (Efficiency 20%) (mm) 370x585x20, 4 Sets 370x585x20, 4 Sets 370x585x20, 6 Sets 370x585x20, 6 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 
610x610x69, 4 Sets 610x610x69, 4 Sets 610x610x69, 6 Sets 610x610x69, 6 Sets 

Blower 4 Sets 4 Sets 6 Sets 6 Sets 

Led Lighting (W) 4x12  4x12  6x12  6x12  

Interlock  Electric control, built-in type.  

Body Construction 1.2t powder painting steel or 1.2t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 2.5 2.5 3.8 3.8 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  

1. LIGHTING : LED 12W 

2. INDICATOR LIGHT  

3. EMERGENCY SWITCH 

4. HEPA FILTER  

5. NOZZLES   

6. BLOWER 



 www.cleanroomvietnam.vn CRV 12  Hotline 0972 040 898

AUTO SLIDING DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-L3D200200-SA CAS-L3D240200-SA CAS-L3D300300-SA CAS-L3D350300-SA 

External Dimension (WxHxD) (mm) 3200x2500x2300 3600x2500x2300 4800x2500x3300 5650x2500x3300 

Internal Dimension (WxHxD) (mm) 2000x2200x2000 2400x2200x2000 3000x2200x3000 3500x2200x3000 

Persons Per Cycle 6 8 12 16 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
32 32 60 60 

Pre-filter (Efficiency 20%) (mm) 400x700x20, 4 Sets 400x700x20, 4 Sets 400x700x20, 6 Sets 400x700x20, 6 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 
762x610x149, 4 Sets 762x610x149, 4 Sets 762x610x149, 6 Sets 762x610x149, 6 Sets 

Blower 4 Sets 4 Sets 6 Sets 6 Sets 

Led Lighting (W) 4x12  4x12  9x12  9x12  

Interlock  Electric control, built-in type.  

Body Construction 1.5t powder painting steel or 1.5t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 4.8 4.8 7.2 7.2 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  

1. EXTERNAL CASING 

2. INTERNAL CASING 

3. HEPA FILTER 

4. NOZZLES 

5. AUTO DOOR 

6. BLOWER  

7. PRE FILTER 

8. CONTROLLER   



 www.cleanroomvietnam.vn CRV 13  Hotline 0972 040 898

HIGH SPEED SCROLL DOOR AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-SR240200-SA CAS-SR300200-SA CAS-SR240300-SA CAS-SR300300-SA 

External Dimension (WxHxD) (mm) 3400x3400x2800 4000x3400x2800 3400x3400x3800 4000x3400x3800 

Internal Dimension (WxHxD) (mm) 2400x3000x2000 3000x3000x2000 2400x3000x3000 3000x3000x3000 

Persons Per Cycle - - - - 

Airflow Velocity (m/s) 20-22  

Number of Nozzles  

SUS Stainless Steel, Adjustable 
32 32 48 48 

Pre-filter (Efficiency 20%) (mm) 400x700x20, 4 Sets 400x700x20, 4 Sets 400x700x20, 6 Sets 400x700x20, 6 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 

762x610x149,  

4 Sets 

762x610x149,  

4 Sets 

762x610x149,  

6 Sets 

762x610x149,  

6 Sets 

Blower 4 Sets 4 Sets 6 Sets 6 Sets 

Led Lighting (W) 4x12  4x12  6x12  6x12  

Interlock  Wireless Button 

Body Construction 1.5t powder painting steel or 1.5t SUS 304  

Door Construction Aluminium 

Door speed 0,7 - 1,5 m/s  

Power Consumption (KW) 4.8 4.8 7.2 7.2 

Power Supply AC 3Ø 380V/50Hz  

*** Custom-built dimensions & specifications are also acceptable.   
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TUNNEL AIR SHOWER  

APPLICATION 

Electronics / Microelectronics / Precision Electronics / Biomaterials / Healthcare / Food Processing / ITO Mode / LCD and optoe-

lectronics industry/ PCB / SMT Manufacturing / Aerospace / Automotive / Dust-free coating industry and other industries. 

 

FEATURES 

The blowing space is significantly enlarged in the Air shower Tunnel type. It is able to accommodate more people and objects at 

the same time so it is good for time saving and production efficiency improvement. 

 

 Best air shower capability with good energy saving. The air is through HEPA filter to remove the surface particles. 

 Integrated programming: it is easy for programming, modification, and customization. 

 Stable control system: With modulus control panel and the intelligent programming, the control system provides stable quali-

ty. 

 Mistake-proof design: Power-saving LED light; power indicator; graphical display makes it easier for understanding. 

DOOR DIRECTION 
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TUNNEL AIR SHOWER  

GENERAL SPECIFICATIONS 

MODEL CAS-TU80300-SA CAS-TU100300-SA CAS-TU100500-SA CAS-TU100700-SA 

External Dimension (WxHxD) (mm) 1400x2200x3000 1600x2200x3000 1600x2200x5000 1600x2200x7000 

Internal Dimension (WxHxD) (mm) 800x2000x3000 1000x2000x3000 1000x2000x5000 1000x2000x7000 

Persons Per Cycle 5 6 9 14 

Airflow Velocity (m/s) 20-22   

Number of Nozzles  

SUS Stainless Steel, Adjustable 
42 42 70 98 

Pre-filter (Efficiency 20%) (mm) 370x585x20, 6 Sets 370x585x20, 6 Sets 370x585x20, 10 Sets 370x585x20, 14 Sets 

Hepa filter (Efficiency 99.99%, 

0.3um) (mm) 
610x610x69, 6 Sets 610x610x69, 6 Sets 

610x610x69, 104 

Sets 
610x610x69, 14 Sets 

Blower 6 Sets 6 Sets 10 Sets 14 Sets 

Led Lighting (W) 3x12  3x12  5x12  7x12  

Interlock  Electric control, built-in type.  

Body Construction 1.2t powder painting steel or 1.2t SUS 304  

Door Construction SUS Stainless Steel c/w 5mm/t glass view window   

Power Consumption (KW) 4.0 4.0 6.2 8.7 

Power Supply AC 3Ø 380V/50Hz   

*** Custom-built dimensions & specifications are also acceptable.  



CLEANROOM VIETNAM JOINT STOCK COMPANY 

290/54 No Trang Long Street, Ward 12, Binh Thanh District, Ho Chi Minh City 

Tel +84.028.36204580   Hotline 0972 040 898 

 www.cleanroomvietnam.vn      info@cleanroomvietnam.vn 




